
SMT Stencils and Precision Parts
LPKF StencilLaser E 6080, LPKF MicroCut 6080,  

LPKF MicroCut X, LPKF PowerCut 6080

•	Unrivaled performance
•	Longest endurance
•	Thicker precision metal parts
•	Smaller exact apertures



•	High precision made of up to 4 mm stainless steel 
•	Various metals can be cut
•	Extremely small apertures in stencil sheets
•	Most stable precision
•	Outstandingly efficient production
•	Custom configurations available
•	Best-in-class service

See for yourself: Ask our sales team for help calculating your application



100 % Assured LPKF Quality!

Pushing the Limits 
Innovative variants of the high-end  
LPKF StencilLaser systems set new 
benchmarks in two dimensions: 
Extremely small openings of the 
highest quality enable new stencil 
applications and precision parts to 
be manufactured with the highest 
precision from stainless steel sheets 
up to a thickness of 4 mm.

Entry side 18 µm, exit side 10 µm (30 µm stainless steel). 77 000 holes/hour (10 µm –125 µm). Step stencil (step depth 50 µm)

Precision cuts in up to 4-mm-thick metal sheets (4-mm-stainless steel) – low taper/sharp edges

1 mm

4 mm

10 µm

18 µm

10 µm 10 µm



LPKF StencilLaser E 6080 –  
Maximum Productivity and Reliability  

The first choice in the SMT stencil industry:
•	High speed
•	Top-level accuracy
•	Optimum results
•	Best cost-efficiency

Technical data: LPKF StencilLaser E 6080
Laser class 1

Speed Please refer to: Reference Layouts: Fast Facts

Cutting range (X/Y) 600 mm x 800 mm (23.6” x 31.5”)

Maximum frame size (X/Y/Z) 740 mm x 1800 mm x 40 mm (29.1” x 70.9” x 1.6”)*

Maximum loose sheet size (X/Y) 650 mm x 850 mm (25.6” x 33.5”)

Maximum material thickness Up to 1 mm (40 mil)

Axial precision ± 2 µm

Power consumption Max. 2800 VA overall

Dimensions (W x H x D) 1530 mm x 1920 mm x 1625 mm (61” x 75” x 64”)

Weight Less than 2200 kg (4850 lbs)

* Maximum stencil length 800 mm/1600 mm (31.5”/63”), with extended option

Reference Layout A:
Stainless steel, 150 μm (6 mil) thick
Number of apertures: 14 157 
Speed: Up to 23 400 apertures  
per hour 

Reference Layout B:
Stainless steel, 100 μm (4 mil) thick
Number of apertures: 11 676 
Speed: Up to 30 200 apertures  
per hour

Reference Layout C:
Stainless steel, 40 μm (1.6 mil) thick
Number of apertures: 18 000
Speed: Up to 51 200 apertures  
per hour 

Reference Layouts: Fast Facts

The LPKF StencilLaser E 6080 is the successor to the 
proven G 6080 platform and delivers the same out-
standing performance and quality at a significantly 
improved cost point. The machine combines more 
than two decades of laser technology expertise with 
the latest advances in control and drive technology as 
well as ultra‑precision machining tools. With its high 
process stability, low maintenance requirements, and 
efficient material utilization, the system significantly 
enhances cost efficiency in production and is designed 
for same‑day delivery of SMD stencils.



LPKF MicroCut 6080 –  
The Solution for Small Apertures 

The perfect solution for increasing market 
requirements:
•	Wafer stencils
•	Flux stencils
•	Filter applications
•	High precision, high yield

Technical data: LPKF MicroCut 6080 60120
Laser class 1

Speed Please refer to: Reference Layouts: Fast Facts

Cutting range (X/Y) 600 mm x 800 mm (23.6” x 31.5”) 600 mm x 1200 mm (23.6” x 47.2”)

Maximum frame size (X/Y/Z) 740 mm x 1800 mm x 40 mm  
(29.1” x 70.9” x 1.6”)*

740 mm x 1500 mm x 40 mm  
(29.1” x 59.0” x 1.6”)

Maximum loose sheet size (X/Y) 650 mm x 850 mm (25.6” x 33.5”)

Maximum material thickness Up to 1 mm (40 mil)

Axial precision ± 2 µm

Power consumption Max. 2800 VA overall

Dimensions (W x H x D) 1530 mm x 1920 mm x 1625 mm (61” x 75” x 64”)

Weight Less than 2200 kg (4850 lbs)

* Maximum stencil length 800 mm/1600 mm (31.5”/63”), with extended option

33 000 holes/hour (10 µm – 125 µm) Perfect wafer stencils with UniTense cutting technology

500 µm

Based on the proven StencilLaser G 6080 machine base, 
the MicroCut 6080 offers unique advantages for users, 
who pay special attention to very small print. The very 
latest positioning and cutting technology specially tai-
lored to the needs of small aperture applications make 
it possible to cut exact apertures as small as 18 µm on 
the laser entry side and 10 µm on the exit side e. g. on 
30-µm-thick stainless steel foil. This same outstand-
ing precision and quality is provided by the MicroCut 
60120 even for an expanded cutting area of 600 x 1200 
mm, without any intervention required by the operator. 
Simple programming and parameter finding make it easy 
to overcome previously existing process limits to meet 
increasing market requirements. 



* Maximum stencil length 800 mm/1600 mm (31.5”/63”), with extended option

LPKF MicroCut X –  
Best Performance and Stencil Quality

Optimized speed and quality thanks  
to scanner-guided laser beam:
	 Highest quality & perfect geometries
	 Significant increase of performance 
	 Optimally suited for wafer stencils

Technical data: LPKF MicroCut X 
Laser class 1

Speed Please refer to: Reference Layouts

Cutting range (X/Y) 600 mm x 800 mm (23.6” x 31.5”)

Maximum frame size (X/Y/Z) 740 mm x 1800 mm x 40 mm (29.1” x 70.9” x 1.6”)*

Maximum loose sheet size (X/Y) 650 mm x 850 mm (25.6” x 33.5”)

Maximum material thickness Up to 1 mm (40 mil)

Axial precision ± 2 µm

Power consumption Max. 2800 VA overall

Dimensions (W x H x D) 1530 mm x 1920 mm x 1625 mm (61” x 75” x 64”)

Weight Less than 2200 kg (4850 lbs)

A galvo scanner guides the laser beam in the working 
area and supports the axis systems at highest speed. 
With this concept, LPKF significantly increases the  
performance when cutting fine stencil sheets – it clear-
ly reduces the processing time, improves the quality 
and makes the cutting process even more economical.

So far, the StencilLasers have relied on high dynamics 
in several axes. The previous top-of-the-line device  
produces around 50 000 apertures per hour (LPKF  
reference layout C). The new benchmark: the scanner-
based solution creates 77 000 apertures and thus  
improves performance by more than 50 percent.  

The smaller the apertures, the greater the production 
advantages. When creating codes on the stencil, the 
processing time is reduced by around 85 percent.

As the size of the apertures decreases, the demands 
on the process increase. It depends on the exact geo
metries, but also on the appropriate wall inclination and 
roughness and to avoid melt residue. Thanks to scanner 
guidance, another process parameter is available  
to achieve the desired precision and quality.

Reference Layout C:
Stainless steel,  
40 μm (1.6 mil) thick
Number of apertures: 
18 000
Speed: Up to 77 000 
apertures per hour 

Reference Layout B:
Stainless steel,  
100 μm (4 mil) thick
Number of apertures: 
11 676 
Speed: Up to 34 800 
apertures per hour

Reference Layout A:
Stainless steel,  
150 μm (6 mil) thick
Number of apertures: 
14 157 
Speed: Up to 24 600 
apertures per hour



LPKF PowerCut 6080 –  
Cutting Thick Sheets With Micron Accuracy 

Capable of handling a wide range of materials:
•	Aluminum
•	Nickel
•	Tungsten
•	Molybdenum

Technical data: LPKF PowerCut 6080 
Laser class 1

Speed Depends on the application and material

Cutting range (X/Y) 600 mm x 800 mm (23.6” x 31.5”)

Maximum frame size (X/Y/Z) 740 mm x 1800 mm x 40 mm (29.1” x 70.9” x 1.6”)

Maximum loose sheet size (X/Y) 650 mm x 850 mm (25.6” x 33.5”)

Maximum material thickness Up to 4 mm (150 mil)

Axial precision ± 2 µm

Power consumption Approx. 3500 VA overall

Dimensions (W x H x D) 1530 mm x 1920 mm x 1625 mm (61” x 75” x 64”)

Weight Less than 2200 kg (4850 lbs)

The LPKF PowerCut offers power and efficiencies for 
micromachining mechanical parts from metal sheets up 
to 4 mm (150 mil) in thickness – with an accuracy known 
from SMT stencil production. Thus, the PowerCut system 
establishes a class of its own for the production of micro
parts. It delivers superior precision. This means perfect 
dimensional accuracy, small radii, optimally sharp edges, 
smooth and clean surfaces, and steep cutting walls.  
Users profit from material savings thanks to the thin 
cutting channels required by the laser. If desired, the 
PowerCut 6080 can also be used to process standard 
SMT stencils of a thickness greater than 80 µm.  

Up to 4-mm-thick stainless steel – low taper/sharp edges Machining of various metals, such as stainless steel, copper and 

aluminum

1 mm

•	Tantalum
•	Stainless steel
•	Copper
•	Al2O3
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© LPKF Laser & Electronics SE, LPKF reserves the right to modify the specifications and other product information without giving notice. Systems and products supplied by LPKF and its subsidiaries 
are covered by valid or pending US and other foreign patents. Product names are only used for identification and could be trademarks or registered brand names of the companies involved. 

LPKF Laser & Electronics SE sells and markets products and 

provides support in more than 50 countries. Find your local 

representative at www.lpkf.com. 

You Know Your Goal – We Help You Achieve it
LPKF is renowned for worldwide leadership in designing easy-to-use, world-class laser products specifically tailored 
to customer needs. From this leadership vantage point, LPKF is uniquely able to provide customers with worldwide 
premium customer support.

Comprehensive Service and Support From a Single Source 

•	Fast response time for 
minimizing downtime of your 
machine

•	Qualified support via e-mail 
and phone

•	Remote support free of 
charge

•	Probability of failure 
decreases significantly

•	Preventive maintenance 
secures your investment

•	Easy planning with scheduled 
maintenance

•	Basic package included

•	Full service and complete 
cost control

•	Highest uptime of your 
machine

•	Warranty up to 10 years 
possible

•	Basic and Classic package 
included

Basic 
Service

Classic 
Service

Premium 
Service

Worldwide (LPKF Headquarters)

LPKF Laser & Electronics SE   Osteriede 7   30827 Garbsen   Germany

Phone +49 (5131) 7095-0   info@lpkf.com   www.lpkf.com

North / Central America

LPKF Laser & Electronics North America

Phone +1 (503) 454-4200   sales.usa@lpkf.com   www.lpkfusa.com

China

LPKF Shanghai Co. Ltd.

Phone +86 (21) 3950 1051   sales.china@lpkf.com   www.lpkf.cn

South Korea

LPKF Laser & Electronics Korea Ltd.

Phone +82 (31) 689 3660   info.korea@lpkf.com   www.lpkf.com


